Solution 4IN1

MD3MPX4IN1

CAMERA DOME MINITAURE 4IN1 JOUR NUIT
HAUTE SENSIBILITE EN FAIBLE LUMINOSITE

RESOLUTION FULLHD 1080P

LUMINOSITE MINIMALE DE 0.01 LUX

OBJECTIF 3 MM

BASCULEMENT FACILE ENTRE AHD, CVI, TVI ET CVBS

> Caracteristiques techniques

Capteur d'image 1/2.8" Sony Starvis CMOS 3D-DNR OFF / faible / moyen / élevé
Résolution fullHD 1920x1080 1080p Zone de masquage 4 zones de masquages
Balayage Progressif Détection de mouvement QFF / ON
Sortie vidéo AHD, TVI, CVI: 1080/720p Alimentation 12V DC
Analogique : NTSC/PAL CVBS
- - Consommation 4 \Watt max
Rapport signal/bruit plus de 50 dB (AGC OFF)

— Condition de -10a50°C
Luminosité minimale 0.01 Lux (1.0) fonctionnement humidité de 10 a 85%
D-WDR OFF/ 0 a 8 niveaux Objectif F=1.6 /3.0 mm MP
SENS-UP OFF (x2ax30) Dimensions 60.9(D) x 82.4(L) mm
Compensation de contre-jour OFF / BLC / HSBLC Poids 390¢g

> Détails
60

Fix the surface mount bracket Fix the base with screws
with screws on the Wall or Ceiling and adjust desired scene by turning
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( Mode change ]

CVBS Mode : Push to LEFT OSD key for 5 seconds

AHD Mode : Push to RIGHT OSD key for 5 seconds
CVI Mode : Push to UP OSD key for 5 seconds

TVI Mode : Push to DOWN OSD key for 5 seconds
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